
CMU PILASTER WITH NOY0 4"-6" COBBLESTONE

VENEER. SET 2/3 OF COBBLE DIAMETER INTO

GROUT.  SEE COBBLESTONE PATTERN DETAIL

PSD PC-10

27" SQUARE PILASTER CONCRETE CAP

WITH 24 1/2" SQ. FOOTPRINT

NOTES:

1.  CONCRETE PARK SIGN  AND PILASTER CAP, MANUFACTURED BY QUICKCRETE PRODUCTS CORP, OR

     APPROVED EQUAL, SHALL BE INSTALLED AND ANCHORED PER MANUFACTURER'S SPECIFICATIONS.

2. COBBLESTONE SHALL BE 4"-6" NOYO  COBBLESTONE.  COLOR SHALL BE VARYING NATURAL TONES

    RANGING FROM MEDIUM DARK GRAYS TO LIGHT-MEDIUM BROWNS/TANS.  COBBLE SHALL BE SMOOTH

    AND FREE OF CRACKS, CHIPS, AND CREVICES.

3. SIGNS PLACED AT ENTRIES WITH ACCESS FROM MULTIPLE DIRECTIONS SHALL REQUIRE THE

    PRE-CAST SIGN ON MULTIPLE FACES.

18"x18" CUSTOM CONCRETE PARK SIGN,

SEE DETAIL PSD PC-3

1" RAISED BORDER, MEDIUM FINISH

SMOOTH FINISH BACKGROUND

2" TO 4" TIMES ROMAN LETTER INSET AND

PAINTED GLOSS BLACK, V-GROOVE LETTERING.

FRONT VIEW
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SLOPE

SEE NOTE #3

    PARK STANDARD DETAILS

        PARK SIGN 'A'

        1 OF 3        PSD PC-1          05/15/2011       RERMAM/TB/CC        1/2" = 1'-0"      PSD PC-1.DWG

CONCRETE MASONRY UNIT-SECOND COURSE.

SAW CUT TO FIT.

NOYO 4"-6" COBBLESTONE. SET 2/3 OF COBBLE

DIAMETER INTO GROUT

4'x4'x18" CONCRETE FOOTING

#4 VERTICAL BAR (DEFORMED), TYP.

1'-8" 6"

TYP.

#3 HORIZONTAL BAR (DEFORMED)

2 1/2" TYP

1/2" (TOTAL 4) INSERTS FOR ANCHORING, TYP.

18"x18" CUSTOM CONCRETE PARK SIGN,

SEE DETAIL PSD PC-3
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UPLIGHT WITH GRILL COVER - CENTER IN

FRONT OF SIGN ON CONCRETE FOOTING
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PLAN VIEW
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SECTION 'A-A', SEE DETAIL PSD PC-2
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SCALE:  1/2" = 1'-0"
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